
Cradles

Cradle for OPH1004
CRD1003

	 Models

CRD1001 Serial 
communication, charging

CRD1002 Modem
 communication, charging

CRD1003 GSM/GPRS 
communication, charging

	 Specifications
Communication

Telecom: GSM/GPRS Class 10, Class B, 19.2 kbps, •	
900/1800/1900 MHz

Power
Voltage requirement: 6V output for terminal charging, •	
4.2V output for battery charging
Battery charging time: Max. 3 hours•	

Durability
Temperature in operation: -10 to 45 °C / 14 to 113 °F•	

Physical
Dimensions (w x h x d):•	
68 x 70 x 96 mm / 2.68 x 2.76 x 3.78 in
Weight body: Ca. 115 g / 4.1 oz•	
Case: ABS, Black•	

Regulatory & Safety
Product compliance: CE, EN 301 489-1, EN 301 489-7, RoHS•	

Enclosed items
Power supply 100-240V/0.5A, 50/60 Hz, 6V/2A•	

GSM

W W W . O P T I C O N U S A . C O M

- Taiwan: Taipei
- P.R.China: Shanghai
- Australia: Kariong
- Brazil: São Paulo
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- The Netherlands: Hoofddorp
- France: Issy Les Moulineaux
- Germany: Dietzenbach
- Italy: Castel Maggiore (BO)
- Spain: Valencia
- Sweden: Järfälla
- United Kingdom: Luton, Bedfordshire
- U.S.A.: Renton, WA
- Japan: Warabi City


